| giunti lamellari DIN.AL. serie GEL 3000 R hanno
i doppi mozzi esterni ma di lunghezza ridotta che
permettono I'accoppiamento di alberi di grandi
dimensioni ma con un ingombro totale contenuto. E
prevista la versione con grani e chiavette. Vengono
utilizzati per I'accoppiamento di dinamo tachi-
metriche, encoder, motori, strumenti di misura e
tutte quelle applicazioni dove sia indispensabile
trasmettere un moto rotatorio omocinetico nei
quattro quadranti e con assoluta rigidita torsionale
anche quando I'accoppiamento degli alberi non si
presenta perfettamente allineato.

The DIN.AL fin couplings of the GEL 3000 R
series have short outer double hubs which make it
possible to connect large shafts, overall dimensions
being very small. A key and screw version is also
available.

They are used to connect tachogenerators, enco-
ders, motors, gauges and for any other application
where constant rotational movement in the four
quadrants is required and where absolute torque
rigidity is needed even when shaft coupling is not
perfectly lined up.
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GEL 3000 R-C 1,53 2,20 0,8 0,7 0,02618 9,549 45.000 24,815 0,058
Fori standard
Standard holes @ fori H7
M D E F G H | @ holes H7 0 P
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8 3 9
3-6-7-8
GEL 3000 R-C 952-10-11-14 23 33,6 38 52 5 11,7 M4 10 3 14
1 4 12,8
14 5 16,3
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